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 iWSN-2200 Quick Start 

v1.40, Apr 2019 

What’s in box 
Without “Quick Start”, The package includes the following items: 

 

 

iWSN-2200 
(includes antenna) 

Screw Driver 
(1C016) 

1 Appearance 

  

Number Instructions 

1 LED indicators 

2 
Antenna connector 
(type RP-SMA) 

3 

DIP and rotary 
switch of 
Communication 
parameter setting 

4 Terminal 

5 DIP switch of PA 

○1  

○2  

○3  

○4  

○5  
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2 Pin assignments 

 

 
 

Pin Name Instructions 

8 RxD 

RS-232 7 TxD 

6 GND 

5 F.G Shield ground 

4 D- 
RS-485 

3 D+ 

2 GND 

+10V~+30VDC 

1 +Vs 

 

Item Instructions 

PA 

ON 
Maximum power of  

wireless output 

OFF 
Normal power of 
wireless output 

 

 

3 Communication Parameter 

 
 

 

 

Rotary switch Instructions 

COM0  
Baud Raate 

 
(n, 8, 1) 

0 = 115200、4 = 9600 

1 = 57600、5 = 4800 

2 = 38400、6 = 2400 

3 = 19200、7 = 1200 

RF  
Channel 

0 ~ F = ch 0 ~ ch F 
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Name Instructions 

Group ID 

 

■: ON 

□: OFF 

 
 

Group 
Pin 

6 7 8 

0 □ □ □ 

1 ■ □ □ 

2 □ ■ □ 

3 ■ ■ □ 

4 □ □ ■ 

5 ■ □ ■ 

6 □ ■ ■ 

7 ■ ■ ■ 
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Name Instructions 

Node ID 

 

■: ON 

□: OFF 

 

Node 
Pin 

1 2 3 4 5 

0 □ □ □ □ □ 

1 ■ □ □ □ □ 

2 □ ■ □ □ □ 

3 ■ ■ □ □ □ 

4 □ □ ■ □ □ 

5 ■ □ ■ □ □ 

6 □ ■ ■ □ □ 

7 ■ ■ ■ □ □ 
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Name Instructions 

Node ID 

 

■: ON 

□: OFF 

 

Node 
Pin 

1 2 3 4 5 

8 □ □ □ ■ □ 

9 ■ □ □ ■ □ 

10 □ ■ □ ■ □ 

11 ■ ■ □ ■ □ 

12 □ □ ■ ■ □ 

13 ■ □ ■ ■ □ 

14 □ ■ ■ ■ □ 

15 ■ ■ ■ ■ □ 

16 □ □ □ □ ■ 

17 ■ □ □ □ ■ 

18 □ ■ □ □ ■ 

19 ■ ■ □ □ ■ 

20 □ □ ■ □ ■ 

21 ■ □ ■ □ ■ 

22 □ ■ ■ □ ■ 

23 ■ ■ ■ □ ■ 

24 □ □ □ ■ ■ 
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Name Instructions 

Node ID 

 

■: ON 

□: OFF 

 

Node 
Pin 

1 2 3 4 5 

25 ■ □ □ ■ ■ 

26 □ ■ □ ■ ■ 

27 ■ ■ □ ■ ■ 

28 □ □ ■ ■ ■ 

29 ■ □ ■ ■ ■ 

30 □ ■ ■ ■ ■ 

31 ■ ■ ■ ■ ■ 
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4 LED indicators 

The module provides three LED indicators, including power, wireless 
transmission and wireless reception status. The table below will show 
the LED status indicator. 

 

Indicator Status Instructions 

PWR 
ON Power on  

OFF Power off 

RF_Tx 
ON 

Wireless data has 
been transmitted 

OFF No data be transmitted 

RF_Rx 
ON 

Wireless data has 
been received 

OFF No data be received 

5 Application example 

Module supports Modbus RTU protocol, user can read corresponding 
data for Modbus table at computer. 
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 Warning 
ICP DAS assumes no liability for any damage resulting from the use of 
this product. ICP DAS reserves the right to change this manual at any 
time without notice. The information furnished by ICP DAS is believed to 
be accurate and reliable. However, no responsibility is assumed by ICP 
DAS for its use, not for any infringements of patents or other rights of 
third parties resulting from its use. 
 
Limitation of Warranty 
This warranty does not apply to defects resulting from unauthorized 
modification, misuse, or use for reason other than electrical power 
monitoring. The supplied meter is not a user-serviceable product. 
 
Product Warranty & Customer Support 
ICP DAS warrants all products free from defects in material and 
workmanship for a period of one year from the date of shipping. During 
the warranty period, we will, at our position, either repair or replace any 
product that proves to be defective. To report any defect, please contact 
us. Please have the model, serial number and a detailed problem 
description available when you call. If the problem concerns a particular 
reading, please have all meter readings available. When returning any 
merchandise to ICP DAS, a return SN. Is required. 

 


