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Cat. No. Product Description Pointing Device Protection Level Dimensions (mm) Weight
KS18362 TKS-105c-MODUL-EP-PS/2-US None IP65 482.6 x 177.8 x 26.1 1200 g
KS18364 TKS-105c-MODUL-EP-USB-US None IP65 482.6 x 177.8 x 26.1 1200 g
KS18366 TKS-105c-TB38-MODUL-EP-PS/2-US Trackball, 38 mm IP65 3 482.6 x 177.8 x 50.0 1300 g
KS18368 TKS-105c-TB38-MODUL-EP-USB-US Trackball, 38 mm IP65 3 482.6 x 177.8 x 50.0 1300 g
KS18370 TKS-105c-TB50oF80-MODUL-EP-PS/2-US Trackball, 50 mm IP65 2 482.6 x 177.8 x 50.0 1600 g
KS18372 TKS-105c-TB50oF80-MODUL-EP-USB-US Trackball, 50 mm IP65 2 482.6 x 177.8 x 50.0 1600 g
KS18374 TKS-105c-TOUCH-MODUL-EP-PS/2-US Touchpad IP65 482.6 x 177.8 x 26.1 1200 g
KS18376 TKS-105c-TOUCH-MODUL-EP-USB-US Touchpad IP65 482.6 x 177.8 x 26.1 1200 g
KS18378 TKS-105c-JSTb-MODUL-EP-PS/2-US Joystick IP65 482.6 x 177.8 x 51.1 1450 g
KS18380 TKS-105c-JSTb-MODUL-EP-USB-US Joystick IP65 482.6 x 177.8 x 51.1 1450 g

KS18382 TKS-104c-MODUL-EP-PS/2-US None IP65 370.0 x 180.0 x 26.8 1000 g
KS18384 TKS-104c-MODUL-EP-USB-US None IP65 370.0 x 180.0 x 26.8 1000 g
KS18386 TKS-088c-TB38-MODUL-EP-PS/2-US Trackball, 38 mm IP65 3 370.0 x 180.0 x 45.8 1100 g
KS18388 TKS-088c-TB38-MODUL-EP-USB-US Trackball, 38 mm IP65 3 370.0 x 180.0 x 45.8 1100 g
KS18390 TKS-088c-TOUCH-MODUL-EP-PS/2-US Touchpad IP65 370.0 x 180.0 x 25.8 1000 g
KS18392 TKS-088c-TOUCH-MODUL-EP-USB-US Touchpad IP65 370.0 x 180.0 x 25.8 1000 g
Other layouts, configurations and interfaces on request
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Technical Data

Switching Technology:  Short Travel Keys
Switching Force:   2.6 N
Switch Travel:  0.3 mm
Switching Cycles:   Approx. 3 Mio. (per key)
Housing Design:   Front Panel with Threaded Bolts
Front Panel Material:  Aluminium
Operating Temperature:  -25 °C to + 70 °C 1

Storage Temperature:  -25 °C to + 80 °C

1 Keyboards with pointing device: 0 °C to +70 °C                   2 Optical Trackball          3 IP65 (front), IP54 (dynam.)

Foil Covered Industrial Keyboards - TKS (c) - with Edge Protection

with integrated 50 mm trackball
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